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Plug for ion chamber hole

Holder for colon unit

Base holder

Instruction Manual

Aclylic container　　　　　　　　
Colon unit (4 types)

Plugs for colon unit hole

Plug with ion chamber hole

Lower torso phantom

Confirming of components / General caution Before use

Set includes

Handle with care

Use water or mild detergent for cleaning.

Cautions

The phantom is made of breakable plastic. Handle it with utmost at most care to avoid breakage.
Do not drop or give shock to the phantom. Do not leave organic solvent in contact with the phantom.

To clean the phantom, wipe its surface with soft cloth moistened with water or mild detergent. Never apply 
thinner or other organic solvent to the phantom.

Store avoiding high temperature and humidity.
To prevent deformation or breakage of the phantom, store the components avoiding direct sunlight, high 
temperature and high humidity.

Do not mark on the phantom with a pen.
Do not mark on the phantom with a pen. Ink on the phantom will become irremovable.

Before �rst use, please ensure all components listed below are included in the unit.
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40mm

半楕円体

Before use Phantom specification

Specification

Lower torso phantom (with spain, pelvis and femurs)

Colon units (4 types)

A: Holes for colon unit

4 types of colon units are provided with di�erent shape and size.

B: Hole for ion chamber

Depressed type (2 variations) 

Projection type (2 variations)

Depressed type

Depressed type

Projection type

Projection type

a: outer diameter

a: diameter

b: inner diameter

c: height

c: height

a: outer diameter b: inner diameter c: height

a: outer diameter b: inner diameter c: height

a: diameter c: height

a: diameter c: height

inner diameter

40mminner diameter

Virtual Endoscope View

Virtual Endoscope View

Diameter is constant

Diameter is constant

Diameter and height is variable

(Unit: mm)

(Unit: mm)

Height is constant

half oval
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3. After covering colon unit, insert it to the hole where you need image. If you need another 
　colon unit for image, repeat 1-2 process to prepare, and insert it to the hole.

2. Tilt and rotate the colon unit slowly to coat the contrast agent throughout the inside of 
　colon unit. Open colon unit again to drain the contrast agent.

1. Remove the cover of colon unit to put in the contrast agent a little, and cover again.

Preparation Set up (lower torso phantom)

Set up (lower torso phantom)
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4. Insert the plug to the hole where you don't need image or dosimetry.

5. Put the base holder under the body to keep stable position.

Preparation Set up (lower torso body)

Set up (lower torso body)

When you insert the ion chamber to the 
colon, use the plug with ion chamber hole.

Caution
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3.After covering colon unit, attach the holder for colon unit to the screw hole on the center
of colon unit cover.

2. Tilt and rotate the colon unit slowly to coat the contrast agent throughout the inside of
colon unit. Open colon unit again to drain the contrast agent.

1. Remove the cover of colon unit to put in the contrast agent a little, and cover again.

There are the suction disc on the side of 
holder and screw on the other side.

Preparation Set up (Aclyic container)

Set up (Aclyic container)
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4.  Remove the cover of acrylic container to set up the colon unit attached the holder. Attach 
     the colon unit in the container by suction disc, and �ll it with water.

5. After covering container, open the two small caps to discharge the air remained by tilting the 
    container, and �ll it with water again.

*Adjust the colon unit position after attaching by suction disc, as the holder is universal arm.

Preparation Set up (lower torso phantom)

Set up (lower torso phantom)
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Don’t mark on the phantom with pen or leave printed materials contacted on its surface. 
Ink marks on the phantom will be irremovable.Caution
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ご使用の前に  セット内容の確認とご注意

 セット内容

ご使用の前に、構成品が全て揃っているかご確認ください。

軟質及び硬質樹脂を使用していますので、落下
や強い衝撃を与えたり、溶剤の付着で破損や劣
化の原因となります。

● 取り扱いにご注意ください。

● サインペンなどで書き込まないでくだ
　 さい。
サインペンなどでファントムに書き込むと、イン
クが消えなくなります。

● 水又は中性洗剤で拭き取ってください。

使用後は、高温多湿や直射日光のあたる場所で
の保管は避けてください。
変形や故障の原因となります。

ファントムの汚れは水又は中性洗剤で拭きとって
ください。シンナーなどの有機溶剤は、絶対に使
用しないでください。

● 高温多湿を避けて保管してください。

a
b

c

d

e

模擬腸管（4種）

下腹部ボディ (椎体 / 骨盤 / 骨格入り )
透明円筒ボディ

模擬腸管挿入孔閉塞用ロッド

線量計挿入孔閉塞用ロッド
１点ｇ 腸管固定具
１点ｈ 専用固定台

模擬腸管挿入孔閉塞用ロッド
（線量計用タイプ）

１点e
取扱説明書

ｆg
h
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ご使用の前に ファントムの仕様

ファントムの仕様

下腹部モデル ( 椎体 / 骨盤 / 骨格入り )

模擬腸管 (４種 )

Ａ

Ａ

Ａ Ａ

Ｂ

Ｂ

線量計挿入孔模擬腸管部挿入孔

● 陥凹型 ２種 （径一定型・高さ一定型）

４種の模擬腸管内に大きさ・形態の異なるターゲットが設定されています。

陥凹　径一定型

陥凹　高一定型

● 隆起型  ２種 （直径一定型・径/高さ変化型）
隆起　直径一定型

隆起　径/高さ変化型

a: 外径

ｃ
:高
さ

高
さ

b: 内径

b:

a:直径

寸法 単位；mm

寸法 単位；mm

a 外径 内径 高さｂ ｃ

a 外径 内径 高さｂ ｃ

a 直径 高さｂ

a 直径 高さｂ
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仮想内視鏡表示

仮想内視鏡表示

内径　40mm

内径　40mm

半楕円体

半楕円体
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2. 蓋を取りつけた後、容器を傾けながら模擬腸管内全体に造影剤が行き渡るようにしてから
　再度蓋をはずして造影剤を廃棄します。

3. 蓋を取りつけた後、撮像する挿入孔に模擬腸管を入れます。他の模擬腸管を挿入する場合は
　１～２の手順で模擬腸管を準備し、挿入孔に入れます。

1. 模擬腸管の蓋をはずし、中に少量の造影剤を入れ、蓋を閉めます。

準　備 セッティング ( 下腹部ボディ）

セッティング ( 下腹部ボディ）



腸管挿入孔部に線量計を設置する場合は
模擬腸管挿入孔閉塞用ロッド ( 線量計用
タイプ）を使用します。

４
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5. ボディを安定させるため、固定台を脚側下部に置きます。

4. 模擬腸管や線量計を入れる予定のない挿入孔には、挿入孔閉塞用ロッドを挿入します。

準　備 セッティング ( 下腹部ボディ）

セッティング ( 下腹部ボディ）
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2. 蓋を取りつけた後、容器を傾けながら模擬腸管内全体に造影剤が行き渡るようにしてから
　再度蓋をはずして造影剤を廃棄します。

3. 蓋を取りつけた後、蓋の真ん中にあるビス穴に模擬腸管固定具を取り付けます。

1. 模擬腸管の蓋をはずし、中に少量の造影剤を入れ、蓋を閉めます。

準　備 セッティング ( 透明円筒ボディ）

セッティング ( 透明円筒ボディ）

腸管固定具は片側が吸盤、もう一方は模擬
腸管取付け用のネジになっています。
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※固定具は自在構造のため、吸盤取付け箇所を検討後、模擬腸管を設定したい位置に調整
してください。

4.透明円筒ボディの蓋をはずし、固定具を取り付けた模擬腸管を容器の中に入れ、固定具の
吸盤で容器内に取り付けます。取り付け後、容器内に蓋付近まで水を満たします。

4.注水後容器の蓋を閉め、容器の上面にある樹脂栓をはずして、容器を少し傾けながら、容器
内に空気が残らないようを再度注水します。

準　備 セッティング ( 透明円筒ボディ）

セッティング ( 透明円筒ボディ）
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